
Cable termination, indoor

OTIA 12 kV

Use
Indoor termination for paper-insulated 3-core cables 12 kV.

Standard
Meets the requirements of:

▪ SEN 24 14 34

Rated pressure
0,3 MPa (overpressure)

Design
The housing is made of cross-linked HD-polyethylene (XLPE)

with a transparent lower part so that the oil level can be seen.

A spring-loaded gasket type FPA provides a seal between  

cable and housing, as well as electrical contact between 

cable screen and housing.

The oil prevents discharges in the paper-insulated cable.

A GEX expansion vessel can be connected to the filling  
opening for the oil.

The paper-insulated cable is jointed in the upper part of  

the housing to a flexible connecting cable. The length is  
900 mm and must be compressed with the Elpress crimping 

system. As an alternative, bolt connection is available for  

Cu conductors of certain cross sections.

Note:

▪     At temperatures exceeding +10  °C, insulating bitumen  

compound and insulating oil do not need to be heated.

Designation Conductor cross section Suitable spring Weight

Al Cu loaded gasket

mm2 kg/item

OTIA 152 35–240 25–240 FPA 4.1

GEX 02

Expansion vessel for two OTIA 152. 

GEX 01

Expansion vessel for one OTIA 152. 

OTIA 152

Ø 112

Ø 135

min 120 (free air gap)

min 650 

min 

30
min 100 



Accessories, to be ordered separately

OTIA 12 kV

SCL-B FPAGEX AK-ASA, K-ASA, K-ASB

Designation Description See page

GEX Expansion vessel 2/3

AK-ASA, K-ASA, K-ASB Connecting cable 2/3

SCL-B Cable lug 2/11

FPA Spring-loaded gasket 2/10

Designation For use with Weight

kg/item

GEX 01 One OTIA 2.0

GEX 02 Two OTIA 2.0

Beteckning Conductor cross section Cross section of connecting Max short-circuit Max continuous Weight

Al Cu conductor Cu flexible current rating

mm2 mm2 kA A kg/item

Press type connecting cable

AK-ASA 3535-9 35 – 35 6.2 200 0.6

AK-ASA 5035-9 50 – 35 6.2 200 0.6

AK-ASA 7035-9 70 – 35 6.2 200 0.6

AK-ASA 95150-9 95 – 150 16.6 350 1.2

AK-ASA 120150-9 120 – 150 16.6 350 1.2

AK-ASA 150150-9 150 – 150 16.6 350 1.2

AK-ASA 185150-9 185 – 150 16.6 350 1.2

AK-ASA 240150-9 240 – 150 26.1 500 1.8

K-ASA 185150-9 – 185 150  26.1 500 1.8

K-ASA 240150-9 – 240 150 26.1 500 1.8

Bolt type connecting cable

K-ASB 7035-9 – 35–70 35 6.2 500 0.8

K-ASB 150150-9 – 95–150 150 16.6 500 1.2

Flexible connecting cable. Each kit contains one connecting cable (length 900 mm)


